Err | Error Message
no.
-11 | ERROR IN RESID
0 < | Dassl error
1 1 Not an allowed fire type. (NPUTP)
2 2 Object no. XXX is in room XXX beyond the limit XXX rooms defined
(NPUTP)
3 3 INTERNAL ERROR IN NPUTQ - RESTART OUT OF BOUNDS (NPUTQ)
4 4 no configuration and no data file (CFAST)
5 7 Error reading restart file (DREADIN)
6 6 Display area over written in view file read (DISPLAYC)
7 7 Error in accessing dump file (DUMPER)
8 -11 | GASLOAD - Non numeric Token for display pointer (GASLOAD)
9 -11 | GASLOAD - a pointer to a compartment must be a number (GASLOAD)
10 | -11 | GASLOAD - a pointer to a compartment must be a number (GASLOAD)
11 | -11 | GASLOAD - a layer must be specified (GASLOAD)
12 | -11 | HCLTRAN - H20 out of range (HCLTRAN)
13 | -11 | HVFRIC - I greater than 20 (HVFRIC)
14 | 14 | HVINIT - Interior node has too many or too few connections (HVINIT)
15 15 | LOADUP - Invalid number (LOADUP)
16 |16 | OFFSET - Node range exceeded for HVAC (OFFSET)
17 |-11 | RAD2 - Singular matrix (RAD?2)
18 |-11 | RAD4 - Singular matrix (RAD4)
19 |7 PACKOT - Overwrite, input and index = (WRITEOT)
20 | 20 | UPDOBYJ - Incorrectly defined object type (UPDOBJ)
21 | 21 | INITTARG - Failure of target initalization (INITTARG)
22 |22 | NPUTP - Failure in nputp (NPUTP)
23 |23 | NPUTQ - Ignition crtiria incorrect (NPUTQ)




24 |24 | NPUTQ - Invalid DETECTOR specification - room X is not a valid (NPUTQ)
25 |25 | NPUTQ - DETACT keyword must have at least 2 parameters (NPUTQ)
26 |26 | NPUTQ - Failure CFCON keyword (NPUTQ)

27 |27 | NPUTQ - Failure in SHAFT keyword (NPUTQ)

28 |28 | NPUTQ - Failure in TARGET keyword (NPUTQ)

29 |29 | NPUTQ - Failure in TARG keyword (NPUTQ)

30 |30 | OPENOBIJ - Objects database file ',A,' does not exist. (NPUTOB)

31 31 | GETOBI - Error in object definition in database (NPUTOB)

32 |32 | GETOBI - Specified unsupported type. (NPUTOB)

33 |33 | GETOBIJ - Too many targets (NPUTOB)

34 | 34 | GETOBI - Fatal error: too many flamespread type objects (NPUTOB)

35 |35 | SETFSM - Normal to the wall incorrectly defined (NPUTOB)

36 |36 | OPNTPF - Thermophysical properties file XXX does not exist. (NPUTT)
37 | 37 | GETTTP - Failure in thermal physical properties definition. (NPUTT)

38 | 38 | RSETVNTS - Adding too many time points. (RSETVNTS)

41 |41 | CFCON used to specify the outside. This is not an allowable specification.




